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The Philip IntelliVue MP90 is designed to match the pace and unique needs of the highest acuity care 
environments. Built on Philips strong heritage in patient monitoring, IntelliVue MP90 with up to three 
independent displays has highly flexible screen configuration; an extensive clinical measurements menu; 
built-in clinical support tools such as Event Surveillance, conventional diagnostic 12-lead ECG, and 
arrhythmia analysis; and many other powerful features. 

Features
• Allows up to Three Independent Displays.
• Up to 13 Waveforms on each 

independent display.
• Smart Prioritization of patient information.
• Customizable Viewing Options.
• High Performance CPU.
• Touchscreen is available with compatible 

displays.  
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Dimensions Height: 4.3 In (10.8 cm)
Width: 13.5 In (34.2 cm)
Depth: 19.9 In (50.5 cm)
Weight: 22 lbs. (10 kg)

Waveforms 6, 8, or 12 per independent display (13 for ECG)

Monitor Screen Display Up to three independent configurable displays
Up to three slave displays

Screen Navigation Touchscreen
Mouse
PS/2-compatible user’s choice
Remote SpeedPoint

Multi-Measurement Server 
and Extensions (MMS)

Compatible

Flexible Module Server (8 
Measurement Slots)

Two supported Flexible Module Servers

Networking Capability Standard

Portal Technology Compatible
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