Philips Respironics Trilogy Evo

Ventilator
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The Philips Respironics Trilogy Evo is an invasive and non-invasive ventilator for adult, pediatric, and
neonatal patients. This electronically controlled pneumatic ventilator has an integrated air compressor
to provide continuous or intermittent positive pressure ventilation. The Philips Trilogy Evo is capable of
measuring, displaying, and recording SpO2, FiO2, CO2, and Pulse Rate with different accessories. It
supports the use of external and detachable batteries along with the internal battery.

Features

e Up to 15 hours of battery life depending on battery configuration and
operating conditions.

e Used in non-invasive and invasive ventilation modes.
e USB or Bluetooth external data transfer depending on model.
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Philips Respironics Trilogy Evo

Ventilator

/Specifications

Dimensions

Ventilation Modes

Measured Parameters

Height: 9.65 in (24.5 cm)
Width: 11.25in (28.6 cm)
Depth: 7.6 in (19.3 cm)

Weight: 13.8 Ibs (6.3 kg)

A/C-PC: Assist control (pressure control)

A/C-VC: Assist control (volume control)

CPAP: Continuous positive airway pressure

PSV: Pressure support ventilation

S/T: Spontaneous/timed ventilation

SIMV-PC: Synchronized intermittent mandatory ventilation (pressure control)
SIMV-VC: Synchronized intermittent mandatory ventilation (volume control)
MPV-PC: Mouthpiece ventilation (pressure control)

MPV-VC: Mouthpiece ventilation (volume control)

Tidal volume (Vti or Vte): 0 to 2000 ml

Minute ventilation (MinVent): 0 to 30 I/min

Leak: O to 200 I/min

Respiratory rate (RR): 0 to 90 BPM

Peak inspiratory flow (PIF): 0 to 200 I/min

Peak inspiratory pressure (PIP): 0 to 90 cmH20

Mean airway pressure: 0 to 90 cmH20

Percentage spontaneous triggered breaths (%Spont Trig): 0 to 100%
I:E ratio: 9.9:1 to 1:9.9

Dynamic compliance (Dyn C): 1 to 100 ml/cmH20

Dynamic resistance (Dyn R): 5 to 200 cmH20/I/sec

Dynamic plateau pressure (Dyn Pplat): 0 to 90 cmH20

Auto-PEEP: 0 to 20 cmH20

FiO2 with FiO2 sensor: 21% to 100%

SpO02 with pulse oximeter accessory: 0 to 100%

Pulse rate with pulse oximeter accessory: 18 to 321 beats per minute
EtCO2 with CO2 accessory: 0 to 150 mmHg
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