Steris InnoWave ECO

Ultrasonic Cleaner
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The Steris InnoWave ECO ultrasonic cleaner is a powerful and efficient tool for cleaning small surgical
instruments. With its advanced ultrasonic technology, this cleaner can quickly and effectively remove
tissue, blood, and other contaminants from surfaces and objects using sonic cavitation technology. This
InnoWave Eco is available in 2 models; the 2.6-gallon and the 5.3-gallon options.

Features

e 4.3" touchscreen display.

e Drain hose attachment for easy wash tank solution drainage.
e (Convenient tabletop design.

e 2.6-gallon or 5.2-gallon model.

= STERIS

SOMA TECH INTL -« 166 HIGHLAND PARK DRIVE - BLOOMFIELD, CT 06002 - USA
PHONE: 1.800.GET.SOMA - WWW.SOMATECHNOLOGY.COM « EMAIL: SOMA@SOMATECHNOLOGY.COM

EEEEETH REVISED 3/10/2023


https://www.somatechnology.com/Ultrasonic-Cleaners/Steris-InnoWave-ECO.aspx
https://www.somatechnology.com/Ultrasonic-Cleaners/Steris-InnoWave-ECO.aspx
https://www.somatechnology.com/Ultrasonic-Cleaners/Steris-InnoWave-ECO.aspx
https://www.somatechnology.com/
https://www.somatechnology.com/

Steris InnoWave ECO

Ultrasonic Cleaner

/Specifications

Dimensions InnoWave ECO 2.6 GAL

Overall Dimensions
Height: 12.6 in (31.9 cm)
Width: 14.1in (35.7 cm)
Depth: 15in (38 cm)
Net Weight: 19.4 Ibs (8.8 kg)
Fluid Capacity: 2.6 US gal (10.0 L)

Basket Dimensions
Length: 8.9 in (22.8 cm)
Width: 7.3 in (18.7 cm)
Depth: 6 in (15.4 cm)
Max Load Weight: 6.6 Ibs (3.0 kg)

InnoWave ECO 5.2 GAL

Overall Dimensions
Height: 12.6 in (31.9 cm)
Width: 21.8 in (55.3 cm)
Depth: 17.3in (44 cm)
Net Weight: 36.2 Ibs (16.5 kg)
Fluid Capacity: 5.3 US gal (20.0 L)

Basket Dimensions
Length: 16.9 in (43.1 cm)
Width: 9.2 in (23.5 cm)
Depth: 4.7 in (12.1 cm)
Max Load Weight: 8.8 Ibs (4.0 kg)

General Operating Process: Ultrasonic activity and water heating.
2.6 GAL Ultrasonic System: 4 piezoelectric transducers.
5.2 GAL Ultrasonic System: 6 piezoelectric transducers.
User Interface: 4.3 in. TFT touch-screen display
Internal Data Storage: Micro SD flash card, >4 GB (storage of >10,000 cycles)

Water Temperature Measurement Range: +2 °C to +60 °C (+36 °F to +140 °F)
Monitoring Temp. Display: +5 °C to+ 60 °C (+41 °F to +140 °F)
Measuement Accuracy: 0.5 °C (£0.9 °F)
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