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ABOUT  �����������������������������������������
The GE LOGIQ S8 XDClear provides advanced 
clinical tools with an array of optional clinical 
packages. It enhances workflow efficiency with 
automatic measurement tools, auto-optimization 
features, streamlined archiving, reporting, and more. 
The S8 XDClear is lightweight and portable, making it 
easy to maneuver in tight spaces. This GE ultrasound 
system offers access to GE’s XDClear probe and 
platform technology, ensuring superior image quality 
for all patient body types.

FEATURES  �������������������������������������������������������������������������

Enhanced XDClear imaging architecture and probe 
technology.

Compatibility with a wide range of E-Series and 
XDClear probes.

Advanced acoustic engineering improves 
penetration and provides high-definition resolution.

Robust DICOM connectivity compatible with 
numerous imaging IT solutions for data management.

Ultrasounds
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DIMENSIONS �������������������������������������������������������������������

Height: Max: 67.72 in (172 cm); Min: 45.3 in (115 cm)

Width: Keyboard: 19.7 in (50 cm); Caster: 24.4 in (62 
cm)

Depth: Max: 34.6 in (88 cm); Caster: 31.1 in (79 cm)

Weight: 187.4 lb (85 kg)

GENERAL ����������������������������������������������������������������������������

4 active probe ports and 1 parking probe port

Integrated HDD

Integrated DVD Multi Drive

On-board storage of thermal printer

Integrated speakers

Locking mechanism that provides rolling lock and 
caster swivel lock

Integrated cable management

Front and rear handles

Easily removable air filters

OPERATING MODES ����������������������������������������������������

B-Mode

M-Mode

Color Flow (CFM)

TVI (Option)

B-Flow/B-Flow Color (Option)

Extended Field of View (LOGIQView, Option)

Power Doppler Imaging (PDI)

PW Doppler

CW Doppler (Option)

Volume Mode 3D/4D

Static 3D

4D Real Time (Option)

SPECIFICATIONS
GE LOGIQ S8 XDClear

OPERATING MODES CONTINUED ����������������������

Anatomical-M Mode

Curved Anatomical M-Mode

B-Steer+ (Option)

Coded Contrast Imaging (Option)

Strain Elastography (Option)

Shear Wave Elastography (Option)

APPLICATIONS ���������������������������������������������������������������

Abdominal

Obstetrics

Gynecology

Breast

Small parts

Vascular/Peripheral

Transcranial

Pediatric and Neonatal

Muskuloskeletal

Urological

Cardiac

TRANSDUCER TYPES ������������������������������������������������

Sector Phased Array

Linear Array

Convex Array

Micro convex Array

Matrix Array

Split Crystal

Volume probe (4D)

Convex Array

Micro Convex Array

Linear Array

mailto:Soma%40somatechnology.com?subject=
https://www.somatechnology.com/
https://www.somatechnology.com/
tel:18004387662
https://www.somatechnology.com/
https://www.somatechnology.com/ultrasounds/ge-logiq-s8-xdclear/


03Soma@somatechnology.comwww.somatechnology.comSoma Tech Intl (800) 438-7662

SCANNING METHODS �����������������������������������������������

Electronic Sector

Electronic Convex

Electronic Linear

Mechanical Volume Sweep

23” WIDE MONITOR ����������������������������������������������������

23” Wide screen High-Resolution LCD monitor

Monitor Translation (independent of console): 660 
mm horizontal (end to end), 135 mm vertical (end to 
end), 90° Swivel

Fold-down and lock mechanism for transportation

Brightness & contrast adjustment

Resolution: 1920 x 1080

Horizontal/Vertical viewing angle of +/- 89°

OLED MONITOR (OPTION) �������������������������������������

22” Wide screen High-Resolution OLED monitor

Monitor Translation (independent of console): 660 
mm horizontal (end to end), 150 mm vertical (end to 
end), 90° Swivel

Fold-down and lock mechanism for transportation

Brightness & contrast adjustment

Resolution: 1920 x 1080

Horizontal/Vertical viewing angle of +/- 89°

SPECIFICATIONS
GE LOGIQ S8 XDClear

TOUCH SCREEN ������������������������������������������������������������

Wide 9.0 in High Resolution, Color, Touch, LCD 
screen

Interactive dynamic software menu

Brightness adjustment

User-configurable layout

PERIPHERAL OPTIONS ����������������������������������������������

Integrated options for

Digital B/W Printer

DVD Video Recorder

Digital color thermal printer

Digital A5 color thermal printer

External USB Printer connections

DVI-D output available for compatible devices

Footswitch with programmable functionality

Video Converter

Power supply noise filter

USB isolator
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