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The Zeiss SL 130 slit lamp is designed to support a 

wide range of eye care procedures with exceptional 

optical quality and precision engineering. This 

versatile microscope delivers high-resolution 

imaging, intuitive operation, and advanced 

ergonomics, making it an ideal choice for both 

diagnostics and laser therapies. With options for 

additional modules and accessories, the SL 130 

offers enhanced functionality to meet the needs of 

modern ophthalmology practices.
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High-Quality Optics: Crisp, high-resolution images 

with a large illuminated field of view for white-to-

white observation.

Magnification Versatility: Offers 5-step 

magnification options (5x, 8x, 12x, 20x, 32x) with 10x 

eyepieces, or higher with optional 12.5x eyepieces.

Advanced Filters: Integrated blue, green (red-free), 

and grey filters with heat-reflecting and diffusing 

screens for enhanced imaging.

Tiltable Prism Head: Reduces reflections during 

contact lens and other examinations.

Optional Laser Support: Compatible with ZEISS 

VISULINK 532/U for use with VISULAS 532s 

coagulation lasers.

Integrated Imaging Module: SL Imaging 

Module allows high-resolution image and video 

documentation for clinical findings and patient 

consultations.
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Magnification:

• 5x, 8x, 12x, 20x, 32x with 10x eyepieces

• 6x, 10x, 16x, 25x, 40x with 12.5x eyepieces

Field of View Diameter:

• 40 mm to 6 mm with 10x eyepieces

• 31 mm to 5 mm with 12.5x eyepieces

Free Working Distance:

• 2.6 in (66 mm)

Slit Lamps
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Zeiss SL 130

DIMENSIONS AND WEIGHT  �����������������������������������

Height: 16.9 in (43 cm)

Width: 11.8 in (30 cm)

Depth: 13.9 in (35.5 cm)

Weight: 21.72 lbs (9.85 kg)

OPTICAL FEATURES  ���������������������������������������������������

Magnification:

• 5x, 8x, 12x, 20x, 32x with 10x eyepieces

• 6x, 10x, 16x, 25x, 40x with 12.5x eyepieces

Field of View Diameter:

• 40 mm to 6 mm with 10x eyepieces

• 31 mm to 5 mm with 12.5x eyepieces

Free Working Distance:

• 2.6 in (66 mm)

SPECIFICATIONS

ILLUMINATION AND POWER  ���������������������������������

Projection Illumination: 6V / 20W halogen lamp

Brightness: Continuously adjustable

Power Supply: 100–240 V, 50/60 Hz

ADDITIONAL FEATURES  ������������������������������������������

Vertical Travel: 1.2 in (30 mm) for the instrument 

base, 2.3 in (59 mm) for the headrest

Slit Width: Adjustable from 0 to 14 mm

Slit Length: Options from 0.3 mm to 14 mm, with 

triple slit capability

Optional Accessories: Applanation tonometers (AT 

020 & AT 030), imaging modules, laser attachments, 

and more.
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