Portable X-Rays

PHILIPS MOBILE- DOMA
DIAGNOST WDR Ve

ABOUT

The Philips MobileDiagnost wDR is a state-of-

the-art digital mobile X-ray machine designed for +
flexibility, high performance, and ease of use in ‘P A "
medical imaging. Its compact and maneuverable % N
design makes it ideal for accessing patients in critical A W

. %
care, emergency departments, and crowded hospital <

environments. Equipped with Philips’ advanced
imaging technology, the MobileDiagnost wDR
ensures precise diagnostics with reduced radiation
exposure for patients and staff.

FEATURES

« Wireless Mobility: Enables rapid imaging in tight
spaces and various hospital areas.

+ Advanced Detector Technology: Utilizes a Csl
flat-panel detector for enhanced image quality
and reduced dose.

« Intuitive Workflow: Features the Eleva user
interface for easy exam preparation and execution. Q

+ Powerful X-Ray Generation: High-performance ‘
generator supports challenging imaging L = ﬂ
scenarios, including bariatric patients.

« Ergonomic Design: Telescopic tube arm and
lightweight detector ensure easy positioning and
portability.

+ Fast Data Transfer: Integrated Wi-Fi and LAN
capabilities for immediate image sharing and
processing.

- Battery-Operated Efficiency: Separate batteries
for motorized movement and imaging deliver
reliable performance.
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Philips MobileDiagnost wDR

SPECIFICATIONS

DIMENSIONS

Height: 54.1in (1375 mm)
Width: 26.4 in (670 mm)
Depth: 78 in (1980 mm)
Weight: 1278 Ibs (575 kg)

X-RAY TUBE & GENERATOR

Generator Output: High-performance version with up
to 40 kW power.

Tube Voltage Range: 40-150 kV (1 kV increments).

Anode Heat Storage: 300 kHU for high-intensity
imaging.

Focal Spot Sizes: 0.7 / 1.3 mm for detailed imaging
versatility.

DETECTOR

Type: Digital Csl flat detector with carbon fiber
housing.

Active Area: 13.4 in x17in (34.1cm x 43.2 cm).
Resolution: Up to 3.47 Lp/mm.
Battery Life: 2 hours typical (100 images/hour).
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CONNECTIVITY & WORKFLOW

Interfaces: Wi-Fi, LAN (Ethernet), and DICOM
compatibility.

Monitor: 17-inch LCD touch-screen with integrated
Eleva software.

Image Processing: UNIQUE multi-resolution
enhancement for consistent, high-quality results.

ENVIRONMENTAL CONDITIONS
Operating Temperature: 50-95°F (10-35°C).
Operating Humidity: 30—75% RH.

Storage Temperature: -15-104°F (-10-40°C).
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