Procedure and Exam Tables

BIODEX ECONO DOMA
ULTRASOUND TABLE V

ABOUT

The Biodex Econo Ultrasound Table is designed for
superior patient comfort and optimal imaging access.
With height-adjustable functionality and a contoured
tabletop, it enhances sonographer ergonomics and
patient positioning. Its sturdy construction ensures
long-term durability, making it ideal for busy medical
environments. The table is designed to support a
variety of ultrasound applications, including OB/
GYN, vascular, and general imaging procedures.

FEATURES

+ Electric Height Adjustment: Provides smooth
and precise positioning for patient comfort.

- Enhanced Imaging Access: Narrow central
section allows easy transducer positioning.

- Comfortable Upholstery: Antimicrobial
Naugahyde mattress with Advanced Beauty Gard
topcoat for bacteria resistance.

» Fowler Backrest: Infinitely adjustable from O° to
80° for optimal patient positioning.

+ Drop-Down Leg Section: Adjustable to 40° and
80° for stirrup access.

+ Heavy-Duty Construction: Sturdy powder-
coated steel frame with a 500 Ib (227 kg) patient
capacity.

+ Hand Control: Activates height and Fowler back
positioning for easy adjustments.

« Locking Swivel Casters: 5-inch (12.7 cm) casters
for smooth mobility with individual locking.

+ Restraints: Two body straps for added safety.
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Biodex Econo Ultrasound Table

PECIFICATION BOMA
SPECIFICATIONS VA

DIMENSIONS GENERAL
Overall Length: 70 in (177.8 cm) - Casters: 5in (12.7 cm) individual locking swivel
Overall Width: 30 in (76.2 cm) casters

Width with Side Rails: 35in (88.9 cm)
Weight: 335 Ibs (152 kg)

+ Patient Restraints: Two body straps

- Weight Capacity: 500 lbs (227 kg), tested to four
times the patient load rating

+ Multiple handpiece and surgical tool batteries
« Power Supply: 115 VAC or 230 VAC

Height Adjustment: 23 in—39in (58.4 cm - 99 cm) . Certifications: SGS listed to UL60601-1, CAN/CSA
Fowler Positioning: 0° to 80° (infinitely adjustable) C22.2 No.601.1.M90, and EN 60601-1

Drop-Down Leg Section: 12.6 in (32 cm), adjustable
to 40° and 80°

MOTION AND ADJUSTMENTS

TABLETOP

Structure: Three primary sections — torso section
with Fowler positioning, fixed center section, and
drop-down leg section

Mattress Thickness: 2 in (5 cm) torso section, 3in (8
cm) center and leg sections

Upholstery Material: Naugahyde antimicrobial cover
with Advanced Beauty Gard topcoat

Upholstery Color: Graphite
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