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The Biodex Vasc Pro Ultrasound Table optimizes 

patient positioning and sonographer access during 

vascular ultrasound procedures. The table enhances 

patient comfort and procedural efficiency with a 

height-adjustable frame, Fowler positioning, and a 

drop-down foot section. The antimicrobial mattress 

cover and high weight capacity ensure durability and 

hygiene in medical environments.
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• Height-Adjustable Design: Adjusts from 23 in to 

39 in (58.4 cm to 99 cm) for ergonomic access.

• Fowler Positioning: Infinitely adjustable from 0° 

to 80° for improved patient comfort.

• Drop-Down Foot Section: Drops to 40° and 

80° angles, facilitating easier access for lower 

extremity exams.

• High Patient Capacity: Supports up to 500 lb 

(227 kg), tested to four times its rated load.

• Antimicrobial Mattress Cover: Naugahyde cover 

with Advanced Beauty Gard topcoat for bacterial 

protection.

• Locking Swivel Casters: 5 in (12.7 cm) locking 

casters allow easy mobility and stability.

• SGS-Certified Safety: Listed to UL60601-1, 

CAN/CSA C22.2 No.601.1.M90, and EN 60601-1 

standards.

Procedure and Exam Tables

BIODEX VASC PRO 

ULTRASOUND TABLE
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Biodex Vasc Pro Ultrasound Table

DIMENSIONS   �����������������������������������������������������������������

Height: 23 in to 39 in (58.4 cm to 99 cm)

Length: 73 in (185.4 cm)

Width: 30 in (76.2 cm); 35 in (88.9 cm) with optional 

side rails

Weight: 335 lb (152 kg)
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Trendelenburg: 0° to +15°, 0° to -30°

Fowler Positioning: 0° to 80°, infinitely adjustable

Drop-Down Foot Section: 40° and 80° angles for 

stirrup access

MAT TRESS & UPHOLSTERY   ��������������������������������

Mattress Thickness: 2 in (5 cm) torso section; 3 in (8 

cm) center and leg sections

Material: Naugahyde antimicrobial cover with 

Advanced Beauty Gard topcoat

Color: Graphite

SPECIFICATIONS

FRAME & MOBILITY   ����������������������������������������������������

Finish: Powder-coated steel

Casters: 5 in (12.7 cm) locking swivel casters

GENERAL   ��������������������������������������������������������������������������

Weight Capacity: 500 lb (227 kg), tested to four 

times the patient load rating

Power: 115 VAC or 230 VAC

Certifications: SGS listed to UL60601-1, CAN/CSA 

C22.2 No.601.1.M90, and EN 60601-1
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