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ABOUT   ����������������������������������������

The Stryker 7110 Universal Battery Charger is a 

four-station modular charging system designed for 

efficient and reliable battery charging in medical 

environments. It supports multiple battery types, 

ensuring optimal power management for Stryker 

surgical handpieces and power tools. With intelligent 

battery monitoring, real-time diagnostics, and an 

easy-to-read information display, the 7110 ensures 

safe and effective battery charging.

FEATURES   ������������������������������������������������������������������������

• Patient Monitoring: Tracks ECG, RESP, SpO₂, 
NIBP, TEMP, and IBP parameters.

• Lightweight Design: Compact form factor with 

an integrated handle for easy transport.

• Large High-Resolution Display: 8.4-inch LCD 

screen with color and monochrome options, 

showing up to 5 waveforms simultaneously.

• Advanced ECG Capabilities: Supports 3-lead 

and 5-lead ECG monitoring, with arrhythmia 

detection and ST-segment analysis.

• Integrated Recorder: Built-in thermal printer for 

real-time data and event recording.

• Rechargeable Battery: Supports continuous 

monitoring during transport or power interruptions.

• Alarms & Data Storage: Audible and visual alarms 

with event logging for patient safety.

• Connectivity Options: Includes VGA, analog 

output, and network interface for hospital system 

integration.

Battery Chargers

STRYKER 7110 UNIVERSAL 

BATTERY CHARGER
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Stryker 7110 Universal Battery Charger

DIMENSIONS   �����������������������������������������������������������������

Height: 5.1 in (130 mm)

Width: 10.1 in (257 mm)

Length: 15.5 in (394 mm)

Weight: 7.65 lbs (3.47 kg)

DISPLAY   ����������������������������������������������������������������������������

Size: 8.4-inch LCD (available in color or 

monochrome)

Waveforms Displayed: Up to 5 simultaneous 

waveforms

POWER & ELECTRICAL   ��������������������������������������������

Input Voltage: 100–230V AC, 50/60 Hz

Current Consumption: 2.2–1.0A

Output Voltage: 22V

Power Cord Options:

• Standard (NEMA 5-15 hospital-grade plug)

• CEE 7/7 plug (European version)

BAT TERY COMPATIBILITY   �������������������������������������

Compatible with various Stryker battery packs, 

including:

• System 5 & System 6 modules

• Stryker F1 SmartGrip® Battery Modules

• Multiple handpiece and surgical tool batteries

SPECIFICATIONS

CHARGING & SAFETY FEATURES   ���������������������

Charge Cycle Time: 5–120 minutes, depending on 

battery type and condition.

Smart Charging System: Automatically adjusts 

charging parameters based on battery health.

Temperature Management: Prevents overheating and 

overcharging with real-time monitoring.

Visual Charge Indicators:

• Green (Fully Charged)

• Amber (Charging in Progress)

• Amber Blinking (Battery Near End of Life)

• Fast Blinking Amber (Charger or Battery Failure)

CONNECTIVITY & DIAGNOSTICS   ���������������������

Information Screen: Displays battery health, cycle 

count, and real-time charge status.

Isolated Diagnostics Port: Ethernet port for 

exporting usage data to Stryker’s cloud.

EMC Compliance: Designed for hospital 

environments, minimizing electromagnetic 

interference.

ENVIRONMENTAL CONDITIONS   �����������������������

Operating Temperature: 0°C to 40°C (32°F to 104°F)

Storage Temperature: -20°C to 60°C (-4°F to 140°F)

Operating Humidity: 30–75% RH (non-condensing)
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