Procedure and Exam Chairs

BIODEX SOUND PRO dOMA
V’m

ABOUT

The Biodex Sound Pro Ultrasound Table is a
premium combination table designed for versatile
imaging procedures, including OB/GYN, general
ultrasound, and echocardiography. Its ergonomic
design enhances patient and sonographer comfort
while reducing exam time. The extra-wide tabletop
accommodates bariatric patients (up to 500 Ibs), and
the open chassis ensures unimpeded access. With
motorized Fowler positioning and industry-leading
cardiac cutouts, the Sound Pro delivers efficiency
and precision in clinical settings.

FEATURES

« Bariatric Capacity: Supports patients up to 500
lbs (227 kg) with an extra-wide tabletop.

+ Motorized Adjustments: Fowler back (0-80°),
height (23—-39"), Trendelenburg, and auto-leveling
for optimal positioning.

- Largest Cardiac Cutout: 15.75" L x 9.5" W (40 x
24.1 cm) drop-down cushion for apical access.

+ Advanced Ergonomics: Flush-mounted folding
side rails and articulating arm board (0—130°)
reduce sonographer fatigue.

+ Infection Control: Naugahyde® antimicrobial
mattress cover with Advanced Beauty Gard®
coating.

- Included Accessories: Hand/foot controllers, IV
pole, retractable stirrups, paper dispenser, and
folding side rails.

+ Central Floor Locking: Stabilizes the table during
procedures.

4/§gc“ N Soma Tech Intl www.somatechnology.com (800) 438-7662 Soma@somatechnology.com 01


mailto:Soma%40somatechnology.com?subject=
https://www.somatechnology.com/?utm_source=pdf&utm_medium=pdf
https://www.somatechnology.com/?utm_source=pdf&utm_medium=pdf
tel:18004387662
https://www.somatechnology.com/?utm_source=pdf&utm_medium=pdf
https://www.somatechnology.com/?utm_source=pdf&utm_medium=pdf
https://www.somatechnology.com/procedure-and-exam-tables/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=biodex_sound_pro
https://www.somatechnology.com/procedure-and-exam-tables/biodex-sound-pro-ultrasound-table/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=biodex_sound_pro
https://www.somatechnology.com/procedure-and-exam-tables/biodex-sound-pro-ultrasound-table/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=biodex_sound_pro

Biodex Sound Pro

PECIFICATION BOMA
SPECIFICATIONS VA

DIMENSIONS ENVIRONMENTAL & OPERATIONAL ——
Height (Adjustable): 23-39 in (58.4-99 cm) Patient Capacity: 500 Ibs (227 kg)

Width: 30 in (76.2 cm); 35in (88.9 cm) with side rails ~ Mattress Thickness: 2 in (5 cm) torso, 3in (8 cm) leg
Depth: 71in (180.3 cm) section

Weight: 350 Ibs (159 kg) Upholstery: Graphite-colored Naugahyde®

Wheels: Five 5 in (12.7 cm) locking casters with
central floor-locking system

POWER
Vol : 115 VA 230 VA
oltage: 115 VAC or 230 VAC MOTIONS
Certifications: UL 60601-1, CSA C22.2 No. 601.1,
EN 60601-1 Fowler Positioning: 0-80° (motorized)

Trendelenburg/Reverse Trendelenburg: +15°
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