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The MPI Echo Bed Series was designed specifically 

for echocardiography, combining ergonomic support 

for sonographers with a stable and comfortable 

platform for patients. These tables reduce the strain 

of awkward scanning positions and improve access 

to the apical window, helping clinicians capture high-

quality images faster and with less repositioning. 

With a bariatric-rated weight capacity of up to 1,250 

lb, electrically adjustable Fowler positioning, and 

multiple drop-section configurations, the Echo Bed 

series adapts to the needs of both standard and 

complex cardiac exams. Whether configured as a 

single, dual, or wall-ways model, these beds maintain 

consistent reliability and durability that echo labs 

have trusted for years.
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Exam Drop Sections: Standard 14” x 14” section 

reduces repositioning during echo exams; dual drop 

sections and wall-ways models add more flexibility 

for left, right, or multi-access scanning.

Bariatric Capacity: Supports patients up to 1,250 

lb with a 500 lb powered lift, ensuring strength and 

stability for diverse patient populations.

Adjustable Fowler Backrest: Electric positioning 

from 0–65° on select models

Ergonomic Controls: Memory hand controller with 

programmable positions, plus optional foot control 

for hands-free operation.

Safety & Mobility: Single-pedal brake and steering, 

protective corner bumpers, and optional collapsible/

removable side rails.

Built-In Conveniences: Integrated IV pole holder, 

storage tray, paper roll holder with cutter
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Echo Bed Series (Without Fowler Positioning)

• 1100 , 1101, 1123

Echo Bed Series (With Fowler Positioning)

• 1101 , 1122, 1133

Echo Bed Dual Series (Without Fowler Positioning)

• 1200, 1201, 1223

Echo Bed Dual Series (With Fowler Positioning)

• 1202, 1222, 1233

All Ways Echo Bed Series (Without Fowler Positioning)

• 1300, 1301, 1303, 1323

Ultrasound Tables
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mailto:Soma%40somatechnology.com?subject=
https://www.somatechnology.com/
https://www.somatechnology.com/
tel:18004387662
https://www.somatechnology.com/
https://www.somatechnology.com/procedure-and-exam-tables/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=mpi_echo_bed
https://www.somatechnology.com/procedure-and-exam-tables/mpi-echo-bed-series/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=mpi_echo_bed
https://www.somatechnology.com/procedure-and-exam-tables/mpi-echo-bed-series/?utm_source=pdf_spec_sheet&utm_medium=pdf&utm_campaign=mpi_echo_bed


02Soma@somatechnology.comwww.somatechnology.comSoma Tech Intl (800) 438-7662

MPI Echo Bed Series Ultrasound Tables

ECHO BED SERIES 

(WITHOUT FOWLER POSITIONING)  ������������������������������������

Models

• 1100: Height – 28.5 in

• 1101: Height Adjustable 24 in – 34 in

• 1123: Height Adjustable 24 in – 34 in & 

Trendelenburg/ rev. Tren. (±15°)

Dimensions

• Width: 30 in (76.2 cm)

• Length: 73 in (185.4 cm)

• Weight: 320 lb (145.2 kg)

Features

• 1,250 lb. Load capacity

• 500 lb. Lift capacity

• Single pedal braking

• Single pedal steering

• 3 Position memory hand controller depending on 

model

• 2 Optional collapsible / Removable safety rails

• One 14 in x 14 in Exam drop section One hand 

rapid release Patented non-pinch closure

SPECIFICATIONS

ECHO BED SERIES 

(WITH FOWLER POSITIONING)  ��������������������������������������������

Models

• 1102: Height – 28.5 in

• 1122: Height Adjustable 24 in – 34 in

• 1133: Height Adjustable 24 in – 34 in & 

Trendelenburg/ rev. Tren. (±15°)

Dimensions

• Width: 30 in (76.2 cm)

• Length: 80 in (203.2 cm)

• Weight: 345 lb (156.5 kg)

Features

• 1,250 lb. Load capacity

• 500 lb. Lift capacity

• Electrically adjustable fowler positioning 0-65°

• Single pedal braking

• Single pedal steering

• 3 Position memory hand controller depending on 

model

• 2 Optional collapsible / Removable safety rails

• One 14 in x 14 in Exam drop section One hand 

rapid release Patented non-pinch closure
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MPI Echo Bed Series Ultrasound Tables

ECHO BED DUAL SERIES 

(WITHOUT FOWLER POSITIONING)  �����������������������������������

Models

• 1200: Height 28.5 in

• 1201: Height Adjustable 24 in – 34 in

• 1223: Height Adjustable 24 in – 34 in & 

Trendelenburg/ rev. Tren. (±15°)

Dimensions

• Width: 30 in (76.2 cm)

• Length: 73 in (185.4 cm)

• Weight: 310 lb (140.6 kg)

Features

• 1,250 lb. Load capacity

• 500 lb. Lift capacity

• Single pedal braking

• Single pedal steering

• 3 Position memory hand controller depending on 

model

• 2 Optional collapsible / Removable safety rails

• One 14 in x 14 in Exam drop section One hand 

rapid release Patented non-pinch closure

• One 14 in x 13 in Right sided sonographers 2 Way 

drop section w/ Exam side remote release

SPECIFICATIONS

ECHO BED DUAL SERIES 

(WITH FOWLER POSITIONING)  ��������������������������������������������

Models

• 1202: Height 28.5 in

• 1222: Height Adjustable 24 in – 34 in

• 1233: Height Adjustable 24 in – 34 in & 

Trendelenburg/ rev. Tren. (±15°)

Dimensions

• Width: 30 in (76.2 cm)

• Length: 80 in (203.2 cm)

• Weight: 340 lb (154.2 kg)

Features

• 1,250 lb. Load capacity

• 500 lb. Lift capacity

• Electrically adjustable fowler positioning 0-65°

• Single pedal braking

• Single pedal steering

• 3 Position memory hand controller depending on 

model

• 2 Optional collapsible / Removable safety rails

• One 14 in x 14 in Exam drop section One hand 

rapid release Patented non-pinch closure

• One 14 in x 13 in Right sided sonographers 2 

way drop section w/ Exam side remote release 

Patented non-pinch closure
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MPI Echo Bed Series Ultrasound Tables

ALL WAYS ECHO BED DUAL SERIES 

(WITHOUT FOWLER POSITIONING)  ����������������������������������������������������������

Models

• 1300: Height 26 in

• 1301: Height Adjustable 24 in – 32 in

• 1303: Fixed Height – 26 in Trendelenburg/ rev. Trend. (±15°)

• 1323: Height Adjustable 26 in – 34 in & Trendelenburg/ rev. 

Trend. (±15°)

Dimensions

• Width: 30 in (76.2 cm)

• Length: 73 in (185.4 cm)

• Weight: 300 lb (136.1 kg)

Features

• 1,250 lb. Load capacity

• 500 lb. Lift capacity

• Single pedal braking

• Single pedal steering

• 3 Position memory hand controller depending on model

• 2 Optional collapsible / Removable safety rails

• Two 14 in x 14 in exam drop section One hand rapid release 

Patented non-pinch closure

• One 14 in x 13 in right sided sonographers 2-way drop 

section w/ exam side remote release

SPECIFICATIONS
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