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The MIPM Tesla M3 is an MRI-compatible patient 

monitor designed specifically for use inside the 

MRI environment, where conventional monitoring 

systems cannot operate safely. Developed in close 

collaboration with clinical users, the Tesla M3 focuses 

on intuitive operation, clear visualization, and 

dependable performance during MRI examinations. 

Its modular architecture allows clinicians to tailor 

monitoring capabilities to the clinical scenario, from 

routine diagnostic scans to anesthesia and critical 

care imaging. With integrated power management, 

wireless sensors, and artifact-resistant signal 

processing, the system supports consistent patient 

monitoring without disrupting MRI workflows.

FEATURES   ������������������������������������������������������������������������

MRI Patient Monitoring: Engineered specifically for 

use during MRI examinations.

Modular Configuration: Start with a standard setup 

and expand over time.

Wireless Sensor Technology: Wireless ECG and 

SpO₂ sensors simplify patient setup and reduce 
cable clutter.

Intuitive User Interface: Touchscreen display and 

clear parameter layout allow staff to quickly navigate 

the system.

Integrated Power and Data Management: Built-in 

power supply with options for trend storage and 

data export.

MRI Patient Monitor
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MIPM Tesla M3 MRI Patient Monitor

DIMENSIONS: MASTER MONITOR  ��������������������

Height: 55.1 in (140 cm)

Width: 23.6 in (60 cm)

Depth: 24.4 in (62 cm)

Weight: 79.3 lb (36 kg)

DIMENSIONS: REMOTE MONITOR (MRI 

CONTROL ROOM)  ��������������������������������������������������������

Height: 14.2 in (36 cm)

Width: 17.7 in (45 cm)

Depth: 9.5 in (24 cm)

Weight: 16.5 lb (7.5 kg)

DISPLAY  �����������������������������������������������������������������������������

Screen Size: 15 in touchscreen

Layout: Up to 6 waveform curves and 4 numeric 

parameter fields

Design: Clear, organized presentation for quick 

clinical interpretation

STANDARD MONITORING PARAMETERS  �����

ECG: Optimized for MRI environments to reduce 

gradient-related artifacts

SpO₂: Wireless sensor with multiple adapter sizes for 

adult and pediatric patients

NIBP: Non-invasive blood pressure monitoring

SPECIFICATIONS

OPTIONAL MONITORING CAPABILITIES  ������

Invasive Blood Pressure: Up to 2 IBP channels

Body Temperature: Up to 2 channels

Respiratory Monitoring: Capnography (EtCO₂) or 
multigas module

Remote Monitoring: Optional remote display for the 

MRI control room

Gating Interface: Available for MRI synchronization

DATA AND CONNECTIVITY  ������������������������������������

Trend Memory: Internal storage for patient trend 

data

Data Export: USB download, network transfer, or 

printing via USB printer

Network Ready: Supports integration into hospital 

IT environments
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